
S230 - Automatic transfer Switch

S230 <80A with integrated
C300 controller (coms as option)

C2000 controller supplied with 
the S230 (>100A)

Integrated monitoring:
Under/Over voltage
Phase unbalance

Under/Over frequency
Phase rotation

Communication included as 
standard (Modbus RS485)

With override possible via coms

“Clutch” solution to avoid moving the 
motor when operating manually

Mechanism prevents inserting manual 
handle in Automatic mode

S230 up to 800A  with door mounted C2000 controller

All in one solution with a complete unit – PC type
- No Phase-failure relay needed
- External 24Vdc Power Supply available but not needed (self powered)
- Pre-wired looms easy to wire

• Compliant with AS/NZS60947-6-1
• Will log 100 events
• AC33 Switching class
• Motor gears are metal and not 

plastic
• 24VDC input from the fire control 

to force into the off position.
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S230 Automatic transfer Switch Part Numbers
2 POLE ATS 

FRAME Size SAP P/N (Max 18 char.) SAP Description (Max 40 char.)

A 
WITHOUT
Comms

63A A2ADTLB10063FB S230 - 63A 2P NO COMS - 1094986-034 

80A A2ADTLB10080FB S230 - 80A 2P NO COMS - 1094986-036

A 
WITH

Comms

63A A2ADTLB10063FB-72D S230 - 63A 2P COMS - 1094986-006

80A A2ADTLB10080FB-72D S230 - 80A 2P COMS - 1094986-008

4 POLE ATS 

FRAME Size SAP P/N (Max 18 char.) SAP Description (Max 40 char.)

A 
WITHOUT
Comms

63A A2ADTLB30063JB S230 - 63A 4P NO COMS - 1094986-049

80A A2ADTLB30080JB S230 - 80A 4P NO COMS - 1094986-054

A 
WITH

Comms

63A A2ADTLB30063JB-72D S230 - 63A 4P COMS - 1094986-021

80A A2ADTLB30080JB-72D S230 - 80A 4P COMS - 1094986-026

B

100A B2ADTLB30100JE-132 S230 - 100A - 969501-052 + 972971-002  

125A B2ADTLB30125JE-132 S230 - 125A - 969501-061 + 972971-002  

160A B2ADTLB30160JE-132 S230 - 160A - 969501-070 + 972971-002  

C
200A C2ADTLB30200JE S230 - 200A - 969503-007

250A C2ADTLB30250JE S230 - 250A - 969503-025

D
315A D2ADTLB30315JE S230 - 315A - 969505-007

400A D2ADTLB30400JE S230 - 400A - 969505-016

E

500A E2ADTLB30500JE S230 - 500A - 969507-005

630A E2ADTLB30630JE S230 - 630A - 969507-022

800A E2ADTLB30800JE S230 - 800A - 969507-039

JDE Code SAP P/N (Max 18 char.) SAP Description (Max 40 char.)
972970 972970 S230 - NO CONTACT - 972970

972970-001 972970-001 S230 - NC CONTACT - 972970-001
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