= g NEW PRODUCT ....-
SCAMEC EVPRODUCT .

SPECIFICATIONS
Nominal Voltage 12V
Nominal Capacity 120Ah@20 hour rate F.V.(1.80V /cell)
Approx. Weight 31.00Kg (68.501bs.)
Terminals B3 (Fitting M6 bolt & nut) 12 is optional
Internal Resistance =<4 .5mQ (Fully Charged)
Max. Discharge Current I1200A (5 sec)
Max. Charge Current 25A
Operating Temperature Range Charge: -10°C~40°C (14°F~104°F)
Discharge: -20°C~50°C (-4°F~122°F)
Storage : -20°C~40°C (-4°F~104°F)
Self Discharge 3% of capacity declined per month at (25°C)
DIMENSIONS
B Length
332+2.0mm (13.07+0.08inch) J Terminal [2
W Width ® g T
172+2.0mm (6.77+0.08inch) = = % -
B Container Height : — ———— ;
217+2.0mm (8.5440.08inch) f
B Total Height { [M6 BOLT]
222+2.0mm (8.74£0.08inch) — Terminal Hardware Initial Torque:B7(5.5Nm+5%)
Constant power discharge characteristics at 25C Measurement: Watts
F.V/Time | 10MIN | 15MIN | 30MIN 1HR 3HR SHR 10HR 20HR [ e YopRge
1.60V 438 341 218 143 57.6 40.2 23.3 11.6 ﬁ 14.4-14.7V
1.65V 432 338 213 138 57.6 40.2 23.0 11.6 5 | @4mv)
1.70V 421 332 208 135 57.6 40.2 22.8 11.6 E
1.75V 394 312 202 133 56.8 39.7 22.4 11.5 3 27.5A
1.80V 366 294 197 131 56.0 39.1 22.0 111 || £
Constant current discharge characteristic at 25C Measurement: Amps
F.V/Time 10MIN 15MIN 30MIN 1HR 3HR 5HR 10HR 20HR Float Use
1.60V 264 193 116 72.6 30.0 21.0 11.7 5.80
1.65V 241 187 112 72.5 29.9 20.8 11.5 5.78
1.70V 232 180 110 72.3 29.9 20.8 11.4 5.78 13.5-13.8V
1.75V 215 171 108 71.5 29.7 20.6 11.2 5.75 (£3mV)
1.80V 199 163 105 70.6 29.6 20.5 11.0 5.55
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